This document is a copy of the information from the CBD. The tables have been reformatted for easier

reading. All other information remains unchanged.

CBD Arendnent 01 to RFQ DACA87-00- Q 0005

[ Commer ce Business Daily: Posted in CBDNet on Decenber 22, 1999]
[Printed Issue Date: Decemnber 27, 1999]

From t he Commerce Business Daily Online via GPO Access

[ cbdnet . access. gpo. gov] <http://cbdnet. access. gpo. gov>

PART: U.S. GOVERNVENT PROCUREMENTS ( MCDI FI CATI ON)
SUBPART: SERVI CES
CLASSCCD: B-- Speci al Studies and Anal yses - Not R&D

OFFADD: US Arny Corps of Engi neers, Engineering and Support Center

Huntsville, 4820 University Square, Huntsville, AL 35816-1822
SUBJECT: B--DI G TAL GEOPHYSI CAL MAPPI NG SERVI CES

SOL DACA87- 00- Q 0005

DUE 012100

PCC Evel yn Kell ey, Contract Specialist, (256) 895-1317

DESC. Reference CBD Submi ssion No. 410641, submitted Decenber
21, 1999 -- 16:22. The purpose of this nodification is to make
the foll owi ng

changes/ cl ari fiCcati ONS: ..

The DI Ds/clauses for this requirenment can be found at the
following web site:..
http://ww. hnd. usace. arny. m | / EBS/ ASP/ Adverti sedSolicitation.asp

Line I'tem 0003 Description has been changed and the esti mated
gquantity has been added to line item 003a

Line Item# Units Description Estimated | Unit
Quantity Price

003 Ceophysi cal
Processi ng and
Docunent ati on

003a Project | Basic Report 110

Terrai n/ Veget ati on/ PPE Modi fiers

Veget ati on Terrain Mul tiplier
Heavily Woded (60-100% Steep (>20%

Heavily Woded (60-100% Moder ate (5-20%

Heavily Woded (60-100% Level (<5%

Moder at el y Woded (5-60% Steep (>20%

Moder at el y Woded (5-60% Moder ate (5-20%

Moder at el y Woded (5-60% Level (<5%

Open, Sparsely Woded (<5% Steep (>20%

Open, Sparsely Woded (<5% Moder ate (5-20%

Open, Sparsely Woded (<5% Level (<5% 1.0

PPE Modi fier

PPE Level C




*CGeophysi cal Survey System Includes all Personnel and Equi prent.
Specify Integrated Detector(s) and Positioning System Type:

Lane width shall be no greater than 3 foot between transects

unl ess otherw se specified, in line data collection frequency

is greater than 1 sanple per foot).......... ... ... ... ......

**Geophysi cal Survey System Includes all Personnel and Equi prent.
Specify Integrated Detector(s) and Positioning System Type:
Meanderi ng Path/transect type surveys (not grid surveys), inline
data collection frequency is greater than 1 sanple per
foot.............

Det BC. . . o

Al other ternms and conditions as stated in the original CBD
notice remai n unchanged.

EMAI LADD: Evel yn. H. Kel | y@INDO1. usace. arny. m |

EMAI LDESC: Lydi a. B. Tadesse@INDO1. usace. arny. mi |

<mai | to: Evel yn. H. Kel | y@INDO1. usace. arny. m | >

CTE: (W356 SN410927)

Amendment 02 to CBD DACA87-00-Q-0005



